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Reference ATS AT7 AT159 AT170 AT175 AT200 AT202 AT205 AT208 AT215 AT326 AT6103
Product Descrioti Jointing PVC |PVC Electrical | High Quality | High Quality |Premium Ultra Matt | Gaffa® Satin | Matt Black Coloured Fluorescent | Double Sided |Enviro-friendly
roduct escription Tape Insulation | Matt PCL Tape Satin Cloth Cloth Tape | Foil Dance Floor | Cloth Tape | Flooring Tape |Pance Floor
Tape Waterproof Cloth Tape | Gaffa® Tape Gaffa® Tape | Gaffa® Tape |with UV Glow Joining Tape
Cloth Tape
Black, Blue .
Col Black,White |Brown, Green Black, White | Black, Silver  |Black, Blue Black, Grey Black, Silver Black Black, Blue, Green, Pink, Green Clear
olour Yellow Grey, Purple White  |Red, Yellow White White Brown, Green | Yellow, Orange
Light Grey Silver, White Grey, Purple
Orange, Red Red, White
White, Yellow Yellow
Regal
Applications
Ideal for outdoor stages ° ° ° ° ° ° ° ° ° °
For joining and
securing scenery in s ® ® ° o
back stage areas
Securing light fixtures N o ° ° o
and equipment
Colour coding and
insulation of °
electrical cabling
Joining and protection °
of dance floors ° ° ° °
Blocking light leakages on
heat generating L
equipment
Securing and bundling
. ° °
of cabling
Sports applications °
General applications in o o
theatre °
Fitting of carpets and . ° ° ° °
floor coverings
Marking flight cases and
° ° °
other equipment
Highlighting bump and trip N
hazard
Highlighting areas °
under black (UV) light
Labeling control equipment . R ° °
such as light and sound desks|
Marking stage positions ° ° ° ° ° L4
Waterproofing hd ° ° ° ° ° ° ° °
High tack ° ° ° ° ° ° ° °
Aggressive adhesive ° L4 ° ° ° ° °
Tight unwind ° ° ° ° ° °
Water resistant ° ° ° ° ° ° ° ° °
Electrical applications °
UV-resistant ° ° o ° ° ° ° ° ° °
For indoor and outdoor use o ° ° b ° L4 ° ° ° b
Comformable ° ° ° b ° ° ° ° ° ° ° °
Abrasion resistant ° ° ° ° ° ° ° ° °
Flame retardant (] In Situ hd °
Easy unwind ° ° ° . °
Easy tear ° ° ° hd ° ° ° ° ° ° ° °
Clean peel ° ° ° ° ° ) i
None reflective matt ° ° o N ° ° ° °
surface
Writeable surface ° ° ° bt ° ° ° ° ° °
Puncture resistant ° ¢ ° o . °

Technical Details
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Side 1: Solvent free

Adhesive Type Rubber-resin | Rubber-resin rubber-resin] rubber-resin| rubber-resin | rubber-resin | rubber-resin acyrlic Rubber-resin rubber-resin 'E&ZTZTW“C hevrle
Thickness 0.12mm 0.13 mm 0.28mm 0.18mm 0.23mm 0.26mm 0.22mm 0.09mm 0.13mm 0.30mm 0.15mm 0.11mm
Breaking load 23 N/cm 26 N/cm 46 N/cm 30 N/cm 32 N/cm 40 N/cm 33 N/cm 35 N/cm 25 N/cm 55 N/cm 20 N/cm 25 N/cm
Elongation 130% 180% 16% 15% 24% 20% 13% 11% 170% 15% 210% 300%
Adhesion to Steel 1.7 N/cm 1.8 N/cm 4.0 N/cm 3.7 N/cm 5.5 N/cm 4.5 N/cm 5.5 N/cm 4.0N/cm 2.3 N/cm 3.1 N/cm S1:7.2 N/cm 1.3 N/cm
Adhesion to Self 1.6 N/cm 1.8 N/cm 2.4 N/cm 2.3N/cm 3.5N/cm 2.6 N/cm 3.5N/cm 4.0 N/cm 2.0 N/cm 1.5N/cm $2:2.5N/cm N/A
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